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Product Specifications

Graphic sizes will vary - Do not Exceed 24 square feet
Graphic Finishing: 3" Top and Bottom Pole Pockets with #2 Grommets 

Product Parts

1 - Brackets (x2)
2 - Fiberglass Poles (x2)
3 - End Caps (x2)
4 - Pins (x2)
5 - Rings (x2)
6 - Nylon Ties (x2)
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Wall Mount Bracket 302200, 302201, 302202, 302203

Set-Up & Banner Install

Step 1 
Place the Brackets (1) 
against the mounting 
surface and mark the 
locations of the holes.  
Pre-drill holes, and apply 
any additional mounting 
hardware (not included) 
needed depending on the 
mounting surface. Screw the 
Brackets (1) into place.

Step 2 
Insert the Fiberglass Poles 
(2) into the Brackets (1), and 
align the drilled hole in the 
Fiberglass Poles with the 
small hole on the side of the 
Bracket.

Step 3
Feed the Pin (4) through the 
small hole in the Bracket 
(1) and Fiberglass Pole (2). 
Attach the Ring (5) to the 
small hole on the end of the 
Pin (4).

Step 4
Slide the Pole Pockets of the 
Banner onto the Fiberglass Poles. 

Secure the Banner by threading  
a Nylon Tie (6) through the 
grommets in the banner to the 
Rings (5). 

Finish by sliding the End Caps (3) 
onto the ends of the Fiberglass 
Poles (2).

Warranty Information: All products are designed to provide the user with a cost-effective and durable product. Standard warranty is a ‘one year parts and labor’ warranty which 
warrants product against defects in material and workmanship. It does not cover damage due to accidents, abuse, or normal wear and tear. Products found to be defective will 
be replaced or repaired  at factory’s discretion.


